
A-40
(35 US gallons)

available in 110V or 4 HP
gas (interchangeable)

NEW DIESEL BURNERS, STAINLESS STEEL FIRE TUBES, UPGRADED FASTER ELECTRIC MELTERS 
�      Photographs may show optional accessories.  Please confirm with your dealer.

E-Mail: roger@aamelters.com
www.rubbermaster.com

HOT POT JUNIOR
(5 US gallons)

c/w torch,regulator,hose,casters

A-210
(200 US gallons) Shown with optional trailer

c/w 110V or gas drive for agitator

A-500
(480 US gallons)

c/w electric trailer brakes

A-60
(60 US gallons)

c/w 110V or gas drive, Casters optional 

A-110
(100 US gallons)

c/w 110V or gas drive, Casters optional

A-380
(360 US gallons) c/w electric trailer brakes

Pump - optional
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A-40

Optional Auto Temperature Controls are 
available on all our Hot Material Melters
as a standard option or a retrofit of existing
equipment.  The hassle free manual control 
items allow precise control of material 
temperature; simple to operate with the push
of a button.  No power is required to operate 
this system  as it is all mechanically operated.

* ATC (Auto Temperature Controls)
* Stainless Steel Firetubes (Long Lasting) 
* Front Mount Torches
* Diesel Torches

E-Mail: roger@aamelters.com

www.aamelters.com
www.rubbermaster.com

*-------
-------*

ALL NEW

OPTIONS

AVAILABLE

Fully Redesigned Hassle Free System

(Front mount torches shown here on the A-380)

 Comes in a Fully Self-contained Lockable Box.
ATC System Designed for Ease of Use in the Field

From the Innovators of  Rubber Master Technology

CERTIFIED

CWB

CERTIFIED

CWB

The Superior Air-Jacketed Hot Rubber Melters The Superior Air-Jacketed Hot Rubber Melters From the Innovators of  Rubber Master Technology

Longer Lasting Stainless Steel Tubes
We are now offering the option to install
stainless steel firetubes on all of our melters
which increases longevity and drastically
decreases the likelihood of firetube burnout.

ATC

Customer Satisfaction
Due to popular demand and 
customer feedback, we now 
provide the option to install front 
mount torches along with a more 
accessible material spout at the 
rear of our machines. Diesel 
torches are also available upon 
request. Give us a call for more 
information on any of the options 
listed above and we would be glad 
to help you with any inquiries. 

SPECIFICATIONS: A-40 (35 US gallon capacity)

Heat Transfer Oil  .................None Required Fire tube....4" Sch 80 Stainless steel
Capacity (Custom Sizes Available) ...............................................................  35 US Gallons
Agitator  .......................Honda 4.0 H.P. Gas, 110V Electric or Optional 6.0 HP Diesel Motor
Overall Dimensions (Melter only)  .......................................................L-62" W-31 3/4" H-47"
Burner.......Adjustable Liquid Propane 1 X 300,000 BTU or Optional Beckett Diesel Burners
Temperature Controls  .............................................................................................  Optional
Inner Shell  ............................................................................................... 3/16" Rolled Steel
Outer Shell  .................................................................................................  1/8" Rolled Steel
Insulated Jacket  .....................................1/2 Super high temp plus 2" High Temp. Fiberglass
Shipping Weight (Melter only)  ................................................................................     800 lbs.
Optional Trailer (with melter mounted)....................................L-11' x W-58" x H-66" 1,525 lbs.
Suspension 4" Drop Axle  .............................................................  3500 lb. Axle and Springs
Tires  ..............................................................................................................  2 X 6.00 X 14"
Trailer Chassis  ...........................................................................................  4" Steel Channel
Brakes  ..................................................................................................................... Optional
Tow Hitch  ..................................................................................  As ordered c/w safety chain

Heated Material Output:
- material capacity: 35 US gallons
- heat up time: 30 min's (0.50 hr.)
- efficiency: 78.9%  35 gal. / .4hr. x 78.9% = 70 gal/ hr.

AA&&AA 1-888-469-4480
MELTERS AA&&AA 1-888-469-4480

MELTERS
Steel Enterprises Ltd.Steel Enterprises Ltd.

HOT POT JUNIOR
These "mini hot pots" will heat or reheat 5 gallons of material which makes them ideal for small repairs.  The 
very versatile Hot Pot Junior comes with caster wheels, torch, regulator, hose and handle (no LPG tank).  
The Hot Pot Junior accepts a standard 5 gallon steel pail.  When a quick repair is needed, or a small amount of 
material is all that is required, these pail heaters are ideal.

SPECIFICATIONS:  HOT POT JUNIOR

HOT POT JUNIOR

Capacity  ..................................................................................................................5 Gallons
Dimensions   ..............................................................................................L-33" W-23" H-25"
Shipping Weight  .........................................................................................................100 lbs.
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All Electric Melters
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*NEW*
No More Open Flames on the Rooftop!

No more open flames on the rooftop!  Our new

Electric Melter Series of A&A Steel Melters are 

100% electric with efficiency to match our well known 

standard of quality.  All of our models come equipped 

with electric heater elements, an electric drive system for 

the agitator, and a factory programmed, easy to use 

temperature regulator and safety system.

The front mounted coated 

steel electrical box houses all

t h e  p r e - p r o g r a m m e d  

components used to keep the

material temperature constant.

All models come standard with an electrical system to 

run the agitor.  All options available on our propane fired

kettles are also available for our electric series. This 

includes an electric pump, trailer, and castors.

Our electric machines run on 

480V 3 Phase power*, which 

can be made available via an

existing on-site hook-up or

th rough  the  ren ta l  o f  a  

portable/towable generator

set .  Contact  A&A Steel

Enterprises Ltd. for details 

concerning power usage and 

rental options in your area.

*220V Single Phase Also Available*

Model A-110 Shown

From the Innovators of Rubber Master

CERTIFIED

CWB  

CERTIFIED

CWB  

The Superior Air-Jacketed Hot Rubber Melters The Superior Air-Jacketed Hot Rubber Melters From the Innovators of Rubber Master Technology

AA&&AA 1-888-469-4480
MELTERS AA&&AA 1-888-469-4480

MELTERS
Steel Enterprises Ltd.Steel Enterprises Ltd.
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